
FPLM-FFP 
for 30” to 46” Flat Panel Monitors

Max Wt Capacity  =  120 pounds

FPLM-FFP2
For 46” to 61” Flat  Panel Monitors

Max Wt Capacity  =  200 pounds

Universal Flat Panel Flush Tilt  Wall Mounts
Tilt adjust  =  + /- 15° with no tools

CAUTION Use of any larger size monitors than listed above by the model number may result in instability causing 

possible injury. For added safety and ease of installation, use a qualified professional to properly install the correct 

mounting hardware. Bretford will not be liable for the improper use or installation of its products.

MOUNTING YOUR MONITOR   While Bretford has tried to provide hardware to accommodate as many 

styles of large monitors as possible, since new monitor designs are constantly entering the market, your monitor may 

require special hardware not included with this model. If you feel your monitor requires different hardware that was not 

provided and you need assistance determining the correct hardware, consult Bretford’s customer service department, 

the monitor manufacturer or a dependable hardware supplier. NOTE: The minimum thread engagement required is the 

same as the diameter of the screw, for instance, if the screw diameter is 8mm, the minimum thread engagement is also 

8mm.

WARNING   The monitor bracket screws must be fully seated in the back of the monitor in order to create a stable 

installation. If the monitor bracket screws are not fully seated, your installation will not be stable and personal injury or 

damage to your monitor may result. When mounting monitor brackets, do not use screws that exceed the depth of the 

monitor mounting holes. Using screws that are too long may cause damage to your monitor. Never tighten fasteners 

past the first sign of resistance. Over tightening may cause serious damage to your monitor.

ANY DOUBT  The installer should consult monitor manufacturer for mounting hole depth guidelines.
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FPLM-FFP2

For 46” to 61” Flat  Panel Monitors   Max Wt Capacity  =  200 pounds

FPLM-FFP 

for 30” to 46” Flat Panel Monitors   Max Wt Capacity  =  120 pound

The FPLM-FFP is a 

modular universal wall mount 

for mid-size flat panel 

monitors.

• Measure the mounting hole 

pattern on the back of your 

monitor.

• If the dimensions fit within 

box #1 below, remove the 

extension tubes from the 

bracket and replace the bolts 

back into the cross tubes.  

Also, remove the extender 

arms on the arm bracket 

assemblies.  You will only 

need the shorter arms.

• Box #2 shows the capacity of 

the FPLM-FFP with the 

Extender Tubes and the 

Extender Arms.

The FPLM-FFP2 can hold 

up to 200 pounds,  with 

mounting hole patterns as 

shown in Boxes #3 & #4.
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FPLM-FFP 
for 30” to 46” Flat Panel Monitors   Max Wt Capacity  =  120 pound

Standard Plate

Extender Arms

Extender Tubes
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4 – M6-25 Screw4 – M8-25 Screw

FPLM-FFP2
For 46” to 61” Flat  Panel Monitors   Max Wt Capacity  =  200 pounds

Parts List & Hardware Pack
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Except for the Extension Tubes, the larger FPLM-FFP2 uses the same 

mounting sequence described for  the smaller FPLM-FFP


