
For more information, please visit:
us.hitachi-solutions.com/starboard

triopak bundle solutions 
create a powerful hands-
on experience
Included with the TrioPAK bundle is the StarBoard FXTRIO 
interactive whiteboard and a Hitachi ultra-short throw 
projector. The FXTRIO connects to the projector to display 
your computer’s desktop on the interactive whiteboard. You 
can then use your finger to control applications on the screen, 
write notes in digital ink and save your work to share later. The 
TrioPAK also includes StarBoard Software, a customizable set 
of digital tools designed with every user in mind. 

triopak bundle includes
• StarBoard FXTRIO 77” interactive whiteboard
• CPA222WN ultra-short throw projector (4:3)
• AW250NWALLARM projector mount
• Latest version of StarBoard Software

TrioPAK wide format bundle also available



Authorized Reseller:

Hitachi Solutions America, Ltd.
StarBoard® is a registered trademark of 
Hitachi Solutions, Ltd. in the US and other 
countries. Specifications are subject to 
change without notice. Printed June 2012.

projector specs

FXTRIO SPECS
BUNDLE TRIOPAK TRIOPAK-W

IWB Model No. FX-TRIO-77 FX-TRIO-88W

Display Type Interactive Whiteboard Interactive Whiteboard

Digitizing Technology
Infrared Image Sensor 
System

Infrared Image Sensor 
System

Interface to Computer USB 1.1 USB 1.1

Active Area Size 77 inches 88 inches 

Display Aspect Ratio 4:3 16:10

Coordinate Resolution Approx. 500 lpi Approx. 500 lpi

Tracking Speed Approx. 100 points/sec Approx. 100 points/sec

Surface Material
Particle wood (core), Cured 
resin (surface)

Particle wood (core), Cured 
resin (surface)

Dimensions 69.5”(W) x 55.4”(H) x 2.7”(D) 81.9”(W) x 56.3”(H) x 2.7”(D)

Operating Specification
41-95 °F (5-35 °C) 20-80% 
Humidity

41-95 °F (5-35 °C) 20-80% 
Humidity

Function Buttons 16 16

Power Consumption 5V, 500mA 5V, 500mA

Weight 66.1 lbs. 77.2 lbs.

Packing dimension 74.6”(W) x 61.2”(H) x 4.8”(D) 86.8”(W) x 62.2”(H) x 4.8”(D)

Certificates FCC, CE VCCI-B, FCC-B, CE

BUNDLE TRIOPAK TRIOPAK-W

Projector Model No. CP-A222WN CP-AW251N

Resolution XGA 1024 x 768 WXGA 1280 x 800

Brightness 2,200 ANSI lumens 2,500 ANSI lumens

Contrast Ratio 2000 : 1 (using active IRIS) 2000 : 1 (using active IRIS)

Throw (Distance : width) 0.3 : 1 0.3 : 1

Expected Lamp Life
Approx. 3,000 hours 
(standard mode); 5,000 
hours (Eco mode)

Approx. 3,000 hours 
(standard mode); 5,000 
hours (Eco mode)

Expected Filter Life Approx. 4,000 hours Approx. 4,000 hours

Speaker Output 10W 10W

Digital Input HDMI x 1 (HDCP compliant) HDMI x 1 (HDCP compliant)

Network (LAN) Wired RJ-45 port /100 base-T RJ-45 port /100 base-T

Network (LAN) Wireless
IEEE802.11 b/g/n - optional 
wireless adapter required

N/A

Dimensions 13.6”(W) x 4.0”(H) x 11.9”(D) 13.6”(W) x 4.0”(H) x 11.9”(D) 

Weight 8.6 lbs 8.6 lbs


