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MediaPOINTE DMR310

Digital Media Recorder

The all new DMR310 combines all of the award-winning features of the DMR300 with several exciting
enhancements. Capahle of simultaneous recording and streaming the DMR310 boasts MediaPOINTE's
CopyMe! technology allowing for immediate distribution of content via either the included CD-ROM or USB
flash drive. Designed for integrators and end users alike, the DMR310 sports a new
interface and remote control for simple operation. With hundreds of hours of storage and simultaneous

recording of up to 3 sources, the DMR310 is a powerful content generation and distribution device.

Product Highlights Applications

« MediaPOINTE’s CopyMe! CD and USB distribution ¢ Education - Interactive training with Hi-Res content

« Front panel and remote control * Healthcare - CME training

+ On-screen menu system « Enterprise - Record presentations and meetings for
on-demand access

» Record up to three simultaneous inputs * Public Safety - Alerts & announcements with graphical
content

Local playback
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Features

Record up to three simultaneous feeds in native resolution
Front control panel

On-screen menus with remote

Local playback, download and network streaming
12 recording templates

Live playback while recording

Test graphics and tones

Content titling / watermark

Content offload to USB flash drive and CD-ROM
Email notifications

Automated videoconferencing functionality

Graphics Resolutions
VGA, SVGA, XGA, SXGA, WXGA, UXGA

Video Input

3 S-Video (Minidin)

3 Composite Video (RCA)
1DVI-I

Video Output
VGA 15-Pin HD

Audio Input
2 Audio left & right (RCA)

Audio Output
2 Audio left & right (RCA)

Power
Universal 100-240 V A/C 50/60 Hz Internal power supply
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Recording Resolutions
1024 x 768
1024 x 768
1024 x 768
1344 x 768
1024 x 768
1344 x 768
1344 x 768
320 x 240
640 x 240
320 x 240

Video Format
NTSC, PAL

Protocols
TCP/IP, UDP, DHCP, SMTP, HTTP, FTP

Connectivity

1 LAN/Ethernet 10/100 MB (RJ-45)

1 LAN/Gigabit Ethernet 10/100/1000 (RJ-45)
1 Serial DTE RS-232 (9-pin male)

3.5mm TTL Contact Closure

2USB 20

Control

Front control panel

Infrared remote control with 0SD
Remote relay closure

RS-232 serial port

Web interface

Phone: 805-376-1740
Fax: 805-480-3770

XML API Email: info@mediapointe.com
web: www.mediapointe.com
Physical _ _
19'x3.5"x 14" Advanced Media Design
21.5 Lbs. 667 Rancho Conejo Blvd.

Newbury Park, CA 91320






