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MediaPOINTE DVC100 & DVC200

Digital Video Capture

Capture and store on-screen images with a single button press. Images on the DVC100 & DVC200 can be
viewed locally, moved, emailed and shared with anyone. MediaPOINTE's CopyMe! Technology supports a
USB port on the front of the unit enabling meeting participants to insert a USB flash drive and instantly
walk away with copies of the captured images. Images can also be loaded onto the DVC via the USB port,
making use of the unit's slideshow capability. The DVC100 captures standard video images and the

DVC200 captures high resolution images .

Product Highlights Applications

« One button press captures any on-screen content * Public Safety - Capture content in the field

« CopyMe! technology allows for transfer of images * Healthcare - Capture X-rays for training purposes at
via USB drive remate locations

« Upto100 images on-board storage + Corporate - Capture hoardroom presentations

Web based and RS-232 configuration & control

Slide show playback mode

Available rack tray
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SPECIFICATIONS

MediaPOINTE
DVC100 & DVC200
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Features

One-button press to capture video content

Up to 100 image capacity

Slideshow playback mode

Content titling / watermark

Content offload to USB flash drive

Local playback, download and network streaming
Email notifications

Test graphics and tones

Video Input DVC100
S-Video (Minidin)
Composite Video (RCA)

Video Input DVC200
1VGA (15-Pin HD)

640 x 480 at 60-85Hz
800 x 600 at 60-85Hz
1024 x 768 at 60-85Hz
1280 x 1024 at 60-85Hz
1600 x 1200 at 60-85Hz

Video Output DVC100
1VGA (15-Pin HD)
1024x768 at 60, 75 Hz
S-Video (Minidin)
Composite Video (RCA)

Video Output DVC200
1VGA (15-Pin HD)
1024x768 at 60, 75 Hz

Protocols
TCP/IP, UDP, DHCP, SMTP, HTTP, FTP

Connectivity

1 LAN/Ethernet 10/100 MB (RJ-45)
1 Serial DTE RS-232 (9-pin male)
3.5mm TTL Contact Closure
3USB 2.0

Control

Push-button

Remote relay closure
RS-232 serial port
Web interface

XML API

Physical
85'W x 11"L x 1.75"H
4 Lbs.

Power
100-240 VAC 50/60 Hz -
External Power Supply

Phone: 805-376-1740

Fax: 805-480-3770

Email: info@mediapointe.com
web: www.mediapointe.com

Advanced Media Design
667 Rancho Conejo Blvd.
Newbury Park, CA 91320




