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HiteVision

QD 6000 Visualizer

Slim, Powerful, Advanced

Advanced Technology

¢ High Quality 2.0MP Sensor
e 12x Optical Zoom

® Motorized Camera Head

e Touch Controls

e HDMI Output to full 1080p

e Slim, Low-Profile Design




Specifications

QD6000

Camera QDE000
Image Sensor 2.0M CMOS

Output Resolution XGA
SXGA

WXGA

1280x720 (720p)
1920x1080 (1080p)

Optical Zoom 12X

Digital Zoom 10X
Motorized Camera Head v

Input/Output

Video Input - S-Video
Video Input - C-Video
Video Input - VGA
Video Output - S-Video
Video Output - C-Video
Video Output - VGA 1

Video Output - HDMI
Audio Input 2

[

Audio Output 1 (3.5mm)

Imaging Features

Image Storage 128 Flash
Negative v
Freeze v
Split A
Title v
Mirror v
Text Enhancement v
Rotation 0, 90, 180, 270
PC Connectivity
usB Plug-n-Play
Frame Rate up to 20 fps
Connectivity USB Image and Video Capture
0s Suﬁﬁon PC, MAC, Linux
Arm Lights (25,000 hours) 4w LED
Light Box 8x1/2" x 11" LED

Control

RS232 Control Document Camara A
RS232 Control Projector v
Remote Control v
Input Switching v
Shooting Area 17.32" x 13.00”
e
Full Size v
Kensington® Lock v
Weight 12 Ibs
Power Consumption 24w
Dimensions (WxDxH) Setup 20.1"x 18.9" x 22.9"
Dimensions (WxDxH) Folded 16.9" x 16.9" x 4.3"

* Design and specifications subject to change without notice.
* Mac/Linux Support for select OS versions

Complete Interactive Classroom Solution
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Document Camera Interactive Whiteboard
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Audience Response System Interactive Tablet
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