
Samsung Digital Presenter 

SDP-6500
SPECIFICATIONS DESCRIPTION REMARK 

Zoom lens F2.9, f=6.3~75.6mm (12X Powered AF Optical Zoom)
Shooting area MAX: 384mm X 272mm (15.1 X 10.7 Inch), MIN: 50mm X 40mm (1.9 X 1.6 Inch)

Optical System Focus Auto Focus / Manual Focus
Iris Auto / Manual
Adaptor lens Removable
Pick-up device 1/2" 1,500,000 Pixel PS (Progressive Scan) CCD
Total pixels 1,434(H) X 1050(V)
Effective pixels 1,360(H) X 1024(V)
Frame rate 15 frames/sec

Video Sync system Internal Sync.
Resolution VGA out - Horizontal: 700TVL / Video out - Horizontal : 400TVL
S/N Ratio 48dB
Video output C-Video / S-Video
VGA output 1,280 X 1,024 (SXGA) RGB color / 1,024 X 768 (XGA) RGB color / 800 X 600 (SVGA) RGB color
White Balance Auto / Manual
USB Built-in 
RS-232C Built-in 

PC Interface Application Software WIN / MAC
Windows Software Twain Driver
Graphic User Interface On Screen annotation via PS/2 Mouse (included) / Pull down Menu for control
Image freeze Available
Negative/Positive Selectable

Digital Functions Image Save & Recall 8 frames save, 3X3 Frames Multi-Display
Image Split & Shift 2 Images (Stored / Live)
Image Rotation Switchable by 90°, 180°, 270°, 360°
Preset Save 4 User Presets with up to 8 Functions (Zoom, Focus, Iris, Posi/Nega & etc.)

Lighting System Upper lamp Side arm Lamps
Lower lamp Botton Light Box

Terminals Input VGA X 2 / Mouse X 1
Output VGA (15P Din) X 2 / S-Video X 1 / C-Video X 1 (RCA) / USB X 1 / RS-232C(9 PIN) X 1

Remote Controller Supplied
Operation Temperature +5°C ~ +35°C
Operation Humidity 30% ~ 90%
Power Source AC 100V ~ 240V Free Voltage, 50/60Hz
Power Consumption 50W
Weight 9.2Kgs (20.2lb)
Product Color Ivory / Black Selectable
Dimension 665(W) X 562(H) X 510(D)mm (IN USE) / 26.1(W) X 22.1(H) X 20(D) Inch (IN USE)
Optional Accessories LCD Monitor
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